BUTTON Bl REGRINDINGISYSTEM

For optimum performance it is recommended that regrinding should occur
when the flats on the buttons are about one third of the diameter and
always before the flats reach one half of the buttons diameter.

DIAMOND TOOLS

DIAROC PIN 7

7

For regrinding worn button bits I
available as Hemispherical, Ballistic and Conical A
In all sizes from 6mm to 20mm

BORROC PIN

For grinding bit body steel from around buttons
available in all sizes from 6mm to 20mm

AL

COMBINATION PIN

Removes body steel and regrinds button in one action E
available as Hemispherical, Ballistic and Conical A
In all sizes from 6mm to 20mm

SANDVIK / SUPER / TERROC

available as Combination or Diaroc Hemispherical, Ballistic and Conical
In all sizes from 6mm to 20mm Shaft types shown below

GRINDOMATIC

For use on Grind Matic type regrinding machines
available in sizes from 6mm to 16mm




For More Information or to place an order, please contact us:

Rockmore International, Inc. Rockmore International, GmbH
10065 SW Commerce Circle Collini — Strasse 2
Wilsonville, OR 97070, USA S A-8750 Judenburg, Austria
Phone: 503-682-1001 @Q @J Phone: + +43 (0) 35-728-6300
Fax: 503-682-1002 Fax: + +43 (0) 35-728-4179
E-Mail: info@rockmore-intl.com E-Mail: austria@rockmore-intl.at

www.rockmore-intl.com




